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EXISTING PCC PAVEMENT AND WIDENING
EXISTING BITUMINOUS CONCRETE SURFACE COURSE
AGGREGATE SHOULDERS, TYPE B, 8"
EEE Sﬁgﬁgéb#%gsu BITUMINCUS SURFACE REMOVAL (VARIABLE DEPTH)
BITUMINOUS SHOULDERS SUPERPAVE, 8 WIDENING (TYP)
LEVELING BINDER (MACHINE METHOD) SUPERPAVE, N70 (3/4)
EXISTING AGGREGATE SHOULDER,

SUB-BASE GRANULAR MATERIAL, TYPE C 6" TO BE REMOVED (COST INCLUDED BITUMINOUS CONCRETE SURFACE COURSE, PROCESSING LIME MODIFIED SOILS, 12"

IN COST OF EARTHWORK) SUPERPAVE, MIX "D, N70 (2')
BITUMINOUS BASE COURSE SUPERPAVE, 1134

EXISTING BITUMINOUS SHOULDER,
6’ TO BE REMOVED

STRUCTURAL DESIGN INFORMATION

PROPOSED_TYPICAL SECTION (@ STRLCTURA OESTO TRAFFI, YEAR 2014 ADT = 1770
STA. 995+37.93 TO STA. 1004+69.93 ROAD/STREET CLASSIFICATION: CLASS 1

PERCENT STRUCTURAL DESIGN TRAFFIC IN DESIGN LANE
P = 50% S = 504 M = 507

MINIMUM SOIL SUPPORT: IBR = 2

TRAFFIC FACTOR Tg= 3.87

b EXISTING AND
PROPOSED IMPROVEMENT
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SUPERPAVE, N70 (3/4') 6’ T0 BE REMOVED
PROCESSING LIME MODIFIED SOILS, 12"

BITUMINOUS BASE COURSE SUPERPAVE, 113"
SEE GENERAL NOTES FOR UNDERCUTTING AT WIDENING (TYP)

EXISTING_ PIPE UNDERDRAIN
BITUMINOUS CONCRETE SURFACE COURSE, SYSTEM TO BE REMOVED

SUPERPAVE, MIX “D”, N70 (2)
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AGGREGATE SHOULDERS, TYPE B, 6 EXISTING BITUMINOUS CONCRETE SURFACE COURSE EXSTING Aé’é’ﬁ&%‘.}ﬁc%”s‘%“%ﬁ'éﬁbaen
BITUMINOUS SURFACE REMOVAL (VARIABLE DEPTH)
BITUMINOUS SHOULDERS SUPERPAVE, 8" IN COST OF EARTHWORK)
PROPOSED PIPE_UNDERDRAIN,
SUB-BASE GRANULAR MATERIAL, TYPE C LEVELING BINDER (MACHINE METHOD) EXISTING BITUMINOUS SHOULDER, FABRIC LINED TRENCH, 6

NCVISIONS e ILLINOIS DEPARTMENT OF TRANSPORTATION
PROPOSED TYPICAL SECTION TYPICAL SECTIONS
STA. 1004+69.93 TO STA. 1007+60.00 SHEET 3 OF 8

STA. 1022+06.00 TO STA. 1023+19.93
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